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ABSTRACT 
 
We have performed numerical simulations to investigate the optimization of compound glass microstructured optical 
fibers for mid IR supercontinuum generation beyond the low loss transmission window of silica, using pump 
wavelengths in the range 1.55-2.25 µm.  Large mode area fibers for high powers, and small core fiber designs for low 
powers, are proposed for a variety of glasses.  Modeling results showed that for Bismuth and lead oxide glasses, which 
have nonlinearities ~10 x that of silica, matching the dispersion profile to the pump wavelength is essential.  For 
chalcogenide glasses, which have much higher nonlinearities, the dispersion profile is less important.  The pump pulses 
have duration of <1 ps, and energy <30 nJ.  The fiber lengths required for generating continuum were <40 mm, so the 
losses of the fibers were not a limiting factor.  Compared to planar rib-waveguides or fiber-tapers, microstructured fiber 
technology has the advantages of greater flexibility for tailoring the dispersion profile over a broad wavelength span, and 
a much wider possible range of device lengths.   
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1. INTRODUCTION 
Since microstructured optical fibers (MOF) first enabled visible supercontinuum generation using seed pulses directly 
from  a Ti:sapphire oscillator 1, there has been tremendous interest to explain this remarkable spectral broadening 2,3 and 
to develop further applications of these fibers 4.  The use of MOF for supercontinuum generation is particularly attractive 
since small core sizes can be realized, increasing fiber nonlinearity, and because the zero dispersion wavelength (ZDW) 
can be tailored to maximize supercontinuum generation for a given pump wavelength. In the visible and near IR, 
applications for these sources include optical frequency metrology 5 and optical tomography 6. Other applications for 
broadband continuum exist for wavelengths beyond 2 µm, for example LIDAR applications in the 3-12 µm wavelength 
range.  
Beyond a wavelength of 2 µm, limited by the transparency of silica, it is necessary to consider alternative glasses for 
generation of broadband radiation. The fundamental material properties of non-silica “compound” glasses can enhance 
supercontinuum generation across the mid-IR. The zero-dispersion wavelength of the material is strongly dependent on 
the choice of glass, and one particularly attractive option is to shift the fiber zero-dispersion to below 2 µm to offer the 
potential to use diode pumped solid state lasers operating at 2 µm to generate the supercontinuum.  Seeding at 1.55 µm 
from an Er-fiber pump system is a very attractive option and seed wavelengths of 2.0 -2.25 µm are also readily 
accessible from commercially available optical parametric oscillator and amplifier (OPO/OPA) systems. 
Compound glasses have not yet found widespread application due to the difficulty in fabricating low-loss single mode 
fibers. However, microstructured fiber technology provides a powerful new technique for producing compound glass 
structures. Recent work at the University of Southampton has led to successful fabrication of the first compound glass 
microstructured fibers. Investigations of the fibers’ non-linear and dispersive properties will help establish their 
suitability, or otherwise, as a temporally agile, frequency selective sources.  For example, a compound glass 
microstructured fiber with γ =1860 / (W.km) was reported recently7. 
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For many applications a small fiber core is a desirable feature since it greatly relaxes the source power requirements, 
however for others where it is necessary to generate high average signal powers this can be a disadvantage as it 
ultimately limits the pulse energies that can be used. With a limit on the maximum pulse energy, the only way to produce 
high average power is to vastly increase the repetition rate of the laser and in order to increase the pulse energy 
requirement to satisfy average power needs for reasonable pulse repetition rates it becomes necessary to work with fibers 
with a larger core area. In this instance the dispersion of the fiber is dominated by the material dispersion. Consequently 
one can envisage a need for two sorts of fiber and two sorts of pump laser suited for either high or low power 
applications. 
In this paper we present the results of numerical simulations which show the optimum glass-type and fiber-design 
combinations for mid-IR supercontinuum generation when pumped at near-IR wavelengths.  To generate the required 
nonlinear response, we have considered sub-picosecond pumping using a seed wavelength close to the fiber zero 
dispersion wavelength (ZDW), which is the usual configuration for demonstrations of visible supercontinuum generation 
using Ti:Sapphire 1 or rare-earth doped fiber pump lasers 8,9.   
Using numerical simulations to predict the supercontinuum spectra, we take small core Bi MOF as a reference, with the 
seed pulse wavelength equal to the fiber ZDW, and investigate the influence of seed pulse energy and duration, and of 
dispersion, nonlinearity and loss, by changing each parameter in isolation.  Then to consider an example of a real glass 
with much higher intrinsic nonlinearity, we performed additional simulations for a small core GLSO MOF, again with 
the seed pulse wavelength equal to the fiber ZDW.  We then performed simulations for large mode fibers which have 
drastically changed properties compared to small core fibers because the dispersion of large mode fibers is dominated by 
the material, and is not a variable.  We then discuss our conclusions.  
We expect that our mid-IR simulations, although not an exact prediction, should provide a reasonable guide to the 
spectra that might be possible from future experimental work.  Our numerical model is similar to that used by other 
authors for studying visible continuum in silica MOF 10,11. In addition, we have previously published a study of 
visible/UV supercontinuum generation from a silica MOF 12 and a study of visible/NIR supercontinuum from an 
extruded SF57 MOF 13.  Both of these studies combined experimental and numerical results, and the simulations and 
experiments were in qualitative agreement.  
This paper is structured as follows. Section 2 presents an overview of the multicomponent glass properties and 
waveguide fabrication technologies.  Section 3 presents fiber designs that use the selected glass types and that achieve a 
ZDW close to the chosen pump wavelengths.  Section 4 presents modeling predictions for the supercontinuum spectra.  
Section 5 contains our conclusions and our suggestions about desirable fiber properties for future investigation.  
 
2. GLASS CHOICE AND FABRICATION TECHNOLOGIES 
Supercontinuum generation at mid-IR wavelengths requires the use of a highly nonlinear optical medium with high mid-
IR transparency. Extending current MOF technology developed from silica based work at visible and near-IR 
wavelength (~ 0.4 - 1.7 µm) to mid-IR wavelengths (> 2 µm) necessitates developing a detailed understanding of the 
relationship between the glass composition and the optical properties, such as the position of the multiphonon absorption 
edge and nonlinear refractive index, etc, in order to select a suitable glass for the fibers.  In addition to the material 
considerations, we also consider multiple fabrication approaches in order to tailor the dispersion and nonlinearity of the 
fibers.   
The absorption of a solid in the long wavelength limit is known as the multiphonon or IR absorption edge and arises 
from inner molecule or lattice vibrations.  A simple Hooke’s law mass on spring model predicts that the multiphonon 
absorption edge will shift towards longer wavelengths if heavier atoms are introduced into the glass network or if 
chemical bonds are weakened.  The multiphonon absorption edges of several glasses are shown in Fig. 1 (a) 14.  Note that 
due to the strong Si-O bonding, the oxide containing SiO2 cannot be transparent at the wavelengths longer than 5 µm, 
whilst glasses containing any oxide cannot be transparent at the wavelengths longer than ~ 8 µm.  We reviewed data on a 
variety of glass compositions, and selected those with transmission loss due to multiphonon absorption of less than 
2 dB/m at 2 µm for further consideration.  
In addition to the phonon losses, extrinsic losses due to scattering and impurity absorption affect the glass transmission 
below the intrinsic maximum transmission wavelength.  Oxide glasses readily incorporate OH impurities, which can 
result in losses of more than 1000 dB/m at certain wavelengths as shown in Fig. 1. (b). Dehydration techniques such as 
addition of fluoride and dry/reactive gas treatment can decrease the OH loss substantially.  Fluoride glasses are generally 
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less susceptible to OH impurities, and dehydration can then decrease the OH loss to as low as 0.001 dB/m 15.  In oxide 
glasses, the OH bands are very broad ranging over the whole mid-IR range, whereas the OH band of fluoride and 
chalcogenide glasses is confined to 2.8-3.4 µm.  The OH and SH contents of chalcogenide glasses depend on the melting 
conditions and with careful environmental control during fabrication, GLS glass can be produced with low OH 
absorption of 8 dB/m at 3 µm  as shown in Fig. 1. (b).  Commercial As2S3 fibers exhibit OH absorption of <2 dB/m at 
3 µm and SH absorption of 2-10 dB/m at 4 µm 16,17. 
 
Fig. 1. (a) Multiphonon edge of different glasses. (b) Loss spectra of different glasses (used in simulations) as 
measured using unclad fiber and cutback technique as well as bulk samples of 1 - 30 mm thickness and 
commercial spectrometers. 
The refractive index, and its variation with wavelength (hence dispersion), are also dependent on glass composition.  
According to the empirical Miller rule, the third-order nonlinear dielectric susceptibility χ(3) is proportional to the fourth 
power of the linear susceptibility χ(1).  A high nonlinear refractive index is expected to be achieved in glasses composed 
of ions with high polarizibility. However, the Miller rule is just an empirical relationship and consequently can only be 
used as a rough indication of those materials with high values of n2 and accurate values of n2 can only be obtained from 
experiments, which may also have been performed at different wavelengths for different glasses.  Fig. 2. shows a 
summary of the relation between the linear refractive index n and nonlinear refractive index n2 in various glasses 18. It 
can be seen that introducing heavy atoms (i.e. heavy metal compounds) or ions with a large ionic radius (i.e. using 
chalcogen elements S, Se and Te to replace oxygen), which both act to increase the polarizibility of the components in 
the glass matrix, also increases the nonlinear index n2. 
Although a remarkable degree of dispersion management can be achieved using extremely high mode confinement in 
MOF structures, for applications such as supercontinuum generation that depend on the dispersion over broad 
wavelength ranges, dispersion management is a delicate balance between fiber design and material properties and an 
inherently favourable material dispersion is important.  To predict the refractive indices of the glasses at wavelengths 
above 2 µm we have used the measured refractive index data 16,19,20 fitted to a generalized Sellmeier equation.  We have 
also calculated the material dispersion, DMAT , for several glasses (Fig. 2. (b) ) from the Sellmeier equation fits.  The 
linear and nonlinear indices of different glasses are listed in Table 1.  The ZDW of a glass shifts to longer wavelength 
with increasing linear refractive index.  Heavy metal oxide glasses (lead-silicate, bismuth-oxide, tellurite) have linear 
indices in the range of 1.8-2.0, nonlinear indices that are ~10 times higher than silica, material ZDWs of 2-3 µm, and 
multiphonon absorption edge of ~3.5 µm. Chalcogenide glasses (GLS, As2S3), linear indices of 2.2-2.4, nonlinear indices 
significantly greater than those of the oxide glasses, and ZDWs larger than 4 µm. 
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Fig. 2. (a) Relation between the linear refractive index n and nonlinear refractive index n2 in various glasses. (b) 
Material dispersion curves of Schott glasses (LLF1,SF6,SF57), chalcogenide glass (GLSO) and bismuth oxide 
glass (Bi). The numbers in the legend indicate the linear index at 1.06 µm.  
Based on the above study, it can be seen that heavy metal oxide and chalcogenide based glasses are promising candidates 
for developing mid-IR nonlinear MOFs. The chalcogenide glasses possess advantages over the heavy metal oxide glass 
systems in terms of higher n2 and longer wavelength multiphonon absorption edges.  However, the toxicity, chemical 
durability and thermal stability of the heavy metal oxide based glasses are typically superior to those of the chalcogenide 
based glasses.  As a brief conclusion for the glass selection, we believe that heavy-metal oxide glasses have adequate 
properties for achieving mid-IR continuum between 2 – 4 µm, and are technologically the best developed candidates for 
immediate experiments.  Chalcogenide glasses are very promising for a broad range of mid IR applications in the future. 
 
glass type code main n0 n2 × 1020 ZDW 
  components  (m2/W) (µm) 
      
silica Si SiO2 1.45     2.7 21 1.26 22 
lead silicate SF57 PbO-SiO2 1.81   41    23 2.00 
bismuth oxide Bi Bi2O3 2.02   32    24 2.29 
germanate PbGe PbO-GeO2 1.80   22    25 1.78b22 
tellurite ZnTe ZnO-TeO2 2.03   51a   21 2.24a22 
fluoride ZBLAN ZrF4-BaF2 1.50     3.3 21 1.62 15 
chalcogenide AsS As2S3 2.44 200    26 4.81 
 GLS Ga2S3-La2S3 2.41 216    27  
 GLSO Ga2S3-La2O3 2.25 177    27 4.64 
      
a
 value for Na2O-TeO2 glass , b value for Na2O-GeO2 glass 
 
Table 1: Properties of different glasses: linear and nonlinear indices n0 and n2 at 1.06 µm (Si, PbSi, PbGe, ZnTe, ZBLAN) and 1.5 µm 
(Bi, AsS, GLS, GLSO), and zero dispersion wavelength (ZDW).  
 
A brief review of fabrication technology is provided in order to establish an appropriate fiber geometry for the design 
optimization described in the following section.  Three waveguide types can provide tight mode confinement to enable 
both dispersion management and high effective nonlinearity over extended interaction lengths: rib-waveguides, tapering 
of fibers, and MOFs.  For fibers, and, to a lesser extent, tapers, the combination of loss and nonlinearity leads to scaling 
of device length to achieve an optimum nonlinear figure of merit 28. Planar waveguides are longer than typical nonlinear 
crystal devices, but shorter than fiber based nonlinear devices, therefore the absolute device length is important, and high 
nonlinearity and dispersion tailoring are perhaps more important than loss.   
The thermo-mechanical properties of the glass are important for fabricating fibers, and compound glasses exhibit far 
lower processing temperatures than silica, (typical compound glass softening temperatures are ~500 oC, as opposed to 
~2000 oC for silica), which enables the use of extrusion for fiber preform manufacture 18.  In addition, the low processing 
temperature facilitates the use of ceramic micro-heaters for compound glass fiber tapering, in contrast to CO2 laser or 
flame burners used for silica taper fabrication 29. 
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Fiber tapering is an attractive option for non-silica glasses since it enables post-processing to fine tune the dispersion 
characteristics without requiring new fibers to be drawn.  Mid-IR continuum generation has been demonstrated using a 
Bismuth fiber taper 29.  Using a silica MOF, tapering has also been used for dispersion micro-management starting with a 
small core fiber and then tapering to shift the ZDW to shorter wavelengths 30.  This technique enabled enhancement of 
spectral power generation in a variety of wavelength ranges, and should also be applicable to non-silica MOFs in the 
future. 
The emergence of MOF fabrication technology is particularly enabling for multi-component glasses as it eliminates the 
need for two thermally, chemically and optically compatible glasses to form the fiber core and cladding as required for 
conventional step-index fibers.  MOF technology thus provides a simple and convenient route to realizing fibers in high 
nonlinearity glasses that otherwise might not be able to be drawn into fiber form. Recent progress in extruded bismuth-
oxide based glasses has been particularly noteworthy 31, and we have also reported lead-silicate MOFs (Schott SF57 
glass) using extrusion 7, and the stacking technique 32.  An As-Se MOF has been reported that generated IR 
supercontinuum extending from 2.1-3.2 µm using 2.5 µm pumping 33.   
Two main techniques have been used to fabricate compound glass MOFs 18. One approach is to manually stack capillary 
tubes to produce the structured preform. This is the approach that is routinely used to produce silica microstructured 
fibers, and the resulting fibers typically consist of a hexagonal lattice of air holes surrounding the fiber core.  It is 
anticipated that using the flexibility of this approach fiber geometries could be designed to tailor the dispersion 
characteristics (for example to achieve lower dispersion slope), but at present this technique is not well developed for 
compound glasses.   
A second fabrication approach that works well for compound glasses (that in general have lower melting points than 
silica) is to use extrusion to produce the structured preform from bulk glass billets. This technique has now been used to 
produce a broad range of fiber geometries in a number of compound glass materials including lead silicate 34, bismuth 
oxide 31 and tellurite 26 glass. The geometry that has been used for many of these demonstrations is the so-called “wagon-
wheel” (WW) fiber, which is a micron-scale solid core suspended by three long fine glass struts that optically isolate the 
core within a robust solid jacket. A scanning electronic microscope (SEM) image of a WW fiber is shown in the insert to 
Fig. 3. In the WW fiber, the size of the core can be adjusted during the drawing process by modifying the outer fiber 
diameter. These fibers can readily be made with small cores and high NA, leading to tight mode confinement, and thus 
high fiber nonlinearity.   
 
3. SMALL CORE MICROSTRUCTURED FIBER DESIGNS 
This section describes work on modeling the optical properties possible in compound glass microstructured fibers with 
the aim of identifying designs that are particularly suitable for supercontinuum generation. Designs are considered for 
small core fibers, for which the waveguide dispersion is large, and can dominate the material dispersion.  In contrast, 
LMA fibers have a rather small waveguide contribution to the dispersion, and therefore we have not considered a 
detailed review of LMA fiber designs. 
Small core high NA MOF designs in general allow a broad range of dispersive properties to be achieved (depending on 
the detailed choice of the fiber geometry). A number of modeling techniques can be used for predicting the effective 
mode area and fiber dispersion of MOFs. For this survey the orthogonal function technique has been chosen35,36. The 
advantages of this choice are that it can accurately and efficiently scan a broad range of wavelengths and structures, the 
material dispersion can be included in the calculations ab initio, and it is an experimentally validated method for 
predicting the dispersion of real fiber structures from SEMs.   
The WW geometry has been used for this initial investigation because, in addition to offering high nonlinearity, it is a 
geometry that has been demonstrated to be practical for fabrication and handling in a range of glasses. The WW 
geometry also restricts the parameter space that needs to be investigated to a single parameter for each glass type (i.e. the 
core diameter). We model the structure of a real fiber as taken from an SEM image of a typical WW fiber (see insert to 
Fig. 3. a) ). For these small core MOFs, two pump wavelengths were considered: 1.55 µm and 2.0 µm. We performed 
preliminary modeling to provide an understanding of the dispersive properties that can be achieved in compound glass 
WW fibers and to identify combinations of glass choice and fiber design that give zero net dispersion 
(i.e. DMAT + DWG ≈ 0) for the pump wavelengths of interest. As a starting point, three core diameters are considered: 2.5, 
3.3 and 4.1 µm. These are “enclosed” core diameters: the diameter of the circle that just fits within the triangular WW 
core. (Others have considered smaller core sizes for visible continuum generation37) 
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Note that all the results given here are for the fundamental mode, and our past experience indicates that 2-3 µm cores can 
be operated in an effectively single mode fashion. The glasses identified in Section 2 have linear refractive indices 
between 1.5 and 2.4. We begin this design work by considering the specific cases n= 1.8 and 2.4. For these preliminary 
calculations, the material is not defined, and so the material dispersion (DMAT) cannot be included in the calculations. 
Although this is not ideal, it provides a reasonable approximation to the waveguide dispersion at a fixed wavelength (and 
can be confirmed for specific glass selections). The calculated values of the waveguide dispersion (DWG) obtained in this 
preliminary survey ranged from +55 to +118 ps/nm/km. Similar ranges of values for DWG were achieved at both potential 
pump wavelengths. As expected, either decreasing the core diameter or increasing the refractive index act to decrease the 
effective mode area, and the use of designs with smaller cores, leads to larger DWG values.  
Only a few materials have a large enough material dispersion to counteract the waveguide dispersion of any of these 
designs for the case of 2.0 µm pumping (see Section 2). Of the glasses considered, the one glass that has sufficient 
material dispersion to achieve this is GLSO (an oxide variant of Gallium Lanthanum Sulphide glass). Compound glasses 
have large normal material dispersion at shorter wavelengths, and so using 1.55 µm pumping expands the range of 
potential glasses that could be used for this application to include most of the materials considered in Section 2.  Hence 
WW fibers can be designed with high nonlinearity and zero dispersion for both 1.55 µm and 2.0 µm pumping 
arrangements (with a wider range of glasses offering zero net dispersion at 1.55 µm). 
Following this preliminary modeling, fiber designs were iterated to provide zero net dispersion with the chosen Bi, and 
GLSO glasses (Section 2), and for 1.55 µm, and 2.0 µm pump schemes. The aim of this work is to predict the dispersion 
and effective area of these fibers in sufficient detail to allow the supercontinuum modeling described in the next section.  
For 1.55 µm pumping we focus on the example of Asahi bismuth oxide glass (Bi) for 1.55 µm pumping. This glass has 
been used extensively for the fabrication of high quality WW fibers 31. The linear refractive index of Bi
 
is ≈ 2.02 and the 
material dispersion of Bi
 
is -107 ps/nm/km at 1.55 µm. Interpolation of the data from the preliminary modeling survey 
suggested that an enclosed WW core size of ≈ 2.6 µm was required to achieve zero net dispersion at this wavelength. For 
this more detailed calculation, the linear refractive index for Bi was set using the fitted Sellmeier equation for this 
bismuth glass. Fig. 3 shows the calculated net dispersion (D) and effective mode area (Aeff) for this fiber calculated at a 
discrete set of wavelengths: 1.0, 1.33, 1.55, 2.0, 2.5, 3.0, 3.5, 4.0, 4.5 and 5.0 µm. Note that this calculation (in which the 
extrapolated core size and correct Sellmeier refractive index are used) shows that at 1.55 µm the net dispersion is indeed 
close to zero, in agreement with the prediction of the preliminary study. The shape of the dispersion curve at the other 
wavelengths shown will have an impact on the generation of supercontinuum, and this is explored further in Section 4. 
For 2.0 µm pumping, as noted above, only GLSO has the material dispersion required to counteract the WW fiber 
waveguide dispersion at 2.0 µm. Again, linear interpolation of the preliminary results was used to select the most 
appropriate enclosed core dimension (in this case 3.5 µm) for these detailed calculations. Note that such a fiber would be 
expected to be multimode. Fig. 3 shows the calculated net dispersion (D) and mode area (Aeff) for this fiber. Again, this 
more accurate calculation (in which the correct Sellmeier refractive index is used) confirms that at 2.0 µm, the net 
dispersion is near zero. 
 
Fig. 3. a) Dispersion for 2.6 µm core Bi and 3.5 µm core GLSO WW fiber.  b) Effective mode area (Aeff) for small 
core Bi and GLSO WW fiber. The inset shows an SEM of a typical WW fiber. 
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The fiber dispersion shows a very strong variation with wavelength due to the strong waveguide contribution, whereas 
Aeff is a more slowly varying function of wavelength.  However, the GLSO fiber dispersion is lower and flatter than that 
of Bi fiber throughout the mid-IR.  The Aeff of the GLSO fiber is larger than that of Bi, which tends to reduce the 
nonlinearity, but since the material nonlinearity of GLSO is ~ 6 times larger than Bi, overall the GLSO fiber has larger 
nonlinearity.   
 
4. SUPERCONTINUUM SIMULATIONS  
To predict the supercontinuum spectra that would be possible from each of the fibers considered, we performed 
numerical simulations.  The heavy-metal-oxide glasses are more technologically developed than the highest nonlinearity 
sulfide glasses, so we have used the small core Bi MOF (described in section 3) as a base-case for our investigation.  
Supercontinuum generation depends on the interplay between seed pulse (energy, duration, wavelength), and fiber 
(length, dispersion, nonlinearity, loss).  We studied the changes in the continuum resulting from changes in the 
dispersion, nonlinearity, and loss; for example, we compared the spectrum from a simulation that used the measured loss 
of the fibers, to the spectrum from a simulation without fiber loss.   
The limits on the range of pulse energy and fiber nonlinearity were the maximum values that could be simulated without 
causing numerical instabilities (using an increase in pulse energy as a benchmark).  In an experiment, the maximum 
physical value of intrinsic nonlinearity would be limited by the available glasses.  The maximum pulse energy could be 
limited by the available pump laser or the material damage threshold.  Indeed, input facet damage has been reported 
when launching pulses with similar duration and energy to those considered in this study when using small core silica 
MOF for visible/UV supercontinuum experiments12,38,39 (although the precise damage mechanism was not identified).  
We might therefore expect that in future experiments fiber facet damage may occur for multi-component glass MOF 
unless care is taken to minimize perturbations at the fiber launch, but at present we have no detailed data on damage 
thresholds for the particular glasses considered. 
We first describe the numerical model used for the simulations in section 4.1.  Simulation results for various seed pulse 
energies, and pulse durations are presented in section 4.2.  Simulation results for different fiber dispersion profiles are 
compared in section 4.3.  The spectra from different fiber nonlinearities and with the other properties of the reference Bi 
WW MOF are shown in section 4.4.  That section also considers the spectrum predicted for the GLSO WW MOF.  The 
significance of fiber loss is shown in section 4.5.  Section 4.6 shows simulations for large mode fibers.  
Seeding with ~200 fs pulses close to the fiber’s ZDW, the mechanism for supercontinuum generation is by soliton 
fission 3.  Over a typical propagation distance of only a few cm, the initial pulse undergoes nonlinear compression, 
soliton fission, and then rapid spectral broadening.  The high dispersion values experienced by the newly generated 
wavelengths result in temporal broadening, and reduced peak power.  The supercontinuum width therefore saturates after 
this threshold length, as has been previously reported 40.  We have consistently compared fully evolved spectra beyond 
this threshold length, and the differences between observed spectra were thus attributed to dispersion, nonlinearity, and 
loss.  In contrast to the results presented here, with longer duration seed pulses e.g. >50 ps, the dominant mechanisms for 
spectral broadening are self-phase-modulation (SPM) and four-wave-mixing (FWM) 28,41.  Therefore a separate study 
would be required to predict the spectra and particularly the appropriate fiber lengths with much longer seed pulses.   
The predicted spectra in all graphs that follow are shown using a dBm/nm scale, assuming a pulse repetition rate of 1 Hz.  
This scale would show an average power of 0 dBm/nm for 1 mJ pulses with 1 nm spectral widths.  Scaling the power 
spectra to different pulse repetition rates can be done as follows: e.g. starting with -70 dBm/nm at 1 Hz, and converting 
to 1 MHz (106 Hz) gives (-70+60)= -10 dBm/nm. 
4.1 Numerical model 
As with silica, we have assumed that the amorphous multicomponent glasses are centro-symmetric, and therefore have 
no second order nonlinear susceptibility ( ))2(χ , and have a homogeneous third order nonlinear susceptibility ( ))3(χ .  The 
third order nonlinear susceptibility is assumed to be small compared to the linear susceptibility, and is also assumed to be 
wavelength independent over the wavelength range considered in this paper.  The total refractive index therefore 
includes a small intensity dependent nonlinear contribution: ( )Innn 20 += .  Effects such as two photon absorption have 
not been included. Furthermore, since single mode operation is often observed in MOF, we have considered only 
processes occurring within the fundamental fiber mode, and not mode-mixing to possible higher order modes. These 
simplifications enable modeling of the pulse-propagation using the modified nonlinear Schrödinger equation (NLSE) 
with loss 28, as shown below:  
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where ( )effcAn 02ωγ = , ),( tzA  is the electric field envelope, kβ  are the dispersion coefficients at the centre frequency, 
0ω , and  )(ωα  is the frequency dependent fiber loss.  The full wavelength dependent loss of the fibers was included as 
shown in section 2.  We also used the full wavelength dependent dispersion data from Fig. 3 (small core fibers) and from 
Fig. 2 (large mode fibers).  We used the effA  data from section 3 as calculated at the seed pulse wavelength.  To solve the 
propagation equation, we used a standard split-step Fourier algorithm treating dispersion in the frequency domain and 
the nonlinearity in the time domain, apart from the temporal derivative for the self-steepening effect, which was 
evaluated using Fourier transforms.   
The model includes both the instantaneous electronic response (responsible for the Kerr effect), and the delayed ionic 
response (responsible for Raman and Brillouin scattering) in the nonlinear component of the refractive index, 2n .  As is 
usual when modeling silica fibers, the nonlinear response to the applied field, ),( tzA , has been written as 
( ) )(_)(_1)( thRftRftR +−= δ  , where the δ -function represents the instantaneous electronic response and )(th  
represents the delayed Raman response of the ions.  The modified NLSE has been used by other authors for the 
numerical study of supercontinuum generation 10,11. 
We note that there are further refinements that can be made to the above NLSE to include effects such as polarisation 
coupling, and the wavelength dependence of effA , but the simulations should provide a reasonable estimate of the 
expected spectra.  Our simulation results show the expected fine structuring 10 and we have applied a rolling average to 
smooth the spectra.  These smoothed spectra should be approximately comparable to the time average over several 
pulses that would be measured in experiments in which the seed pulses have small energy fluctuations.  The simulated 
seed pulse was taken to be a transform limited Gaussian profile at the relevant centre wavelength.  
4.2 Simulations for various seed pulses with different energy and duration 
For the reference example of small core Bi WW MOF described in section 3, we performed simulations with fiber length 
of 40 mm, and pulses having ,fiber ZDW) ( µm55.1 ≈=seedλ T0=0.2 ps (FWHM), and pulse energies of 
E0 = 0.1, 0.25, 0.5, 1, 2, 4 nJ.  The loss was set to zero for these simulations, so the broadening is controlled only by 
dispersion and nonlinearity.  The spectra in Fig. 4 (a) shows that there  was only limited spectral broadening for 0.1 nJ 
pulses, but for all pulse energies > 0.5 nJ the supercontinuum generation extended to µm.5.2=λ  Increasing the energy to 
4.0 nJ led to further broadening of the spectrum to µm.0.3=λ . 
 
Fig. 4. Variation of supercontinuum spectra with seed pulse energy and duration for small core Bi MOF. 
(λseed = 1.55 µm, and fiber length=40 mm, loss = 0 dB/m). (a) Increasing seed pulse energy (T0= 0.2 ps). (b) 
Increasing pulse duration: T0 ≤ 0.2 ps (E0= 1 nJ). (c) Increasing pulse duration: T0 ≥ 0.2 ps, and with E0 
increased to maintain a constant peak power (E0/T0). 
Simulations were then performed for initial pulse durations of T0 = 0.05, 0.1, 0.2, 0.5, 1 ps, with E0 fixed at 1.0 nJ.  The 
fiber loss was again set to zero for these simulations.  The results for pulse durations ≤  0.2 ps are shown in Fig. 4 (b)  
The shorter pulses produced a spectrum with approximately 200 nm additional broadening compared to T0=0.2 ps 
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pulses.  For seed pulses with T0 > 0.2 ps, narrower spectra resulted (not shown) unless the seed pulse energy was scaled 
up in proportion to T0 to maintain constant initial peak power, in which case the spectrum broadened by an additional 
~ 400 nm at a level 20 dB below the peak as shown in Fig 4 (c).   
We concluded that for this reference fiber, using pulses with seed wavelength of µm,55.1=λ  E0=1 nJ, and T0 = 0.2 ps 
would be suitable for testing the importance of dispersion, nonlinearity, and loss, and these seed pulse parameters were 
used as the reference case for the simulations that follow.   
4.3 Simulations demonstrating the significance of fiber dispersion  
The fiber dispersion can have a strong influence on the shape of the supercontinuum spectrum.  Considering the pulse 
evolution in the time-domain, normal dispersion tends to broaden the pulse duration, which decreases the peak power 
and gradually reduces the rate of nonlinear phase generation.  In contrast, anomalous dispersion combined with 
nonlinearity can lead to soliton formation, and if higher order solitons are generated, soliton fission then leads to rapid 
spectral broadening.  
To assess the sensitivity of the supercontinuum broadening to modest changes in the dispersion profile, we performed 
simulations with all fiber parameters held constant except for the dispersion profile.  We calculated the dispersion of a 
circular core Bi MOF with variable core radii and variable index contrast between core and cladding as it is well known 
that varying these parameters for a silica MOF can lead to a wide variety of dispersion profiles 35.  The fiber designs 
maintained a fixed lower ZDW at 1.55 µm, and have a second ZDW at longer wavelengths as shown in Fig. 5. (a).  The 
choice of dispersion was in order to maintain a fixed relation between the pump wavelength and lower ZDW.  While 
other choices of flattened dispersion profile are possible, the fiber designs chosen provided insight into the importance of 
the overall shape of the dispersion profile, rather than variations in the relation of the pump and ZDW.  For these 
simulations the fiber length was 40 mm, and the fiber loss was again set to zero.  For a similar study of the influence of 
dispersion variation in silica MOF for visible continuum generation, see Frosz et al 42.  
The resulting spectra are shown in Fig. 5 (b).  At shorter wavelengths, there is minimal variation which is probably due 
to the steep dispersion profiles, which are inherent to the waveguide dispersion of small-core, high-air-fill MOF designs 
required to move the bulk material ZDW of >2 µm to the Er-pump wavelength of ~1.55 µm.  For the dispersion profiles 
that have maxima significantly lower than the WW dispersion maximum and two closely spaced ZDWs, the spectrum 
broadens to 3.0-3.5 µm by phase-matching to wavelengths above the second ZDW where the dispersion is normal.  A 
more detailed study of the effects of varying the dispersion profile might also consider dispersion flattened designs 
which, over longer fiber lengths, may broaden the mid-IR spectrum by the soliton-self-frequency shift.  We concluded 
that the dispersion profile of the small core Bi WW MOF was limiting the supercontinuum broadening to ~2.2 µm, and 
that a fiber with more a complex cladding structure, which was designed to accommodate a smaller air-fill fraction, 
could provide a dispersion profile that would lead to a broader mid-IR continuum.   
 
Fig. 5. (a) Dispersion profile of Bi WW fiber and of Bi glass circular rods (fiber cores) with variable radius and 
surrounding average refractive index shown in the graph caption.  (b) Spectra for Bi MOF using the dispersion 
profiles shown in (a). (λseed = 1.55 µm, E0 = 1 nJ, T0 = 0.2 ps, fiber length = 40 mm, loss = 0 dB/m.)  
4.4 Simulations for increased intrinsic nonlinearity of the glass 
Compound glasses have a wide range of intrinsic nonlinearity values as shown in Table 1 of section 2.  This section 
investigates the effects of changing the nonlinear response of the glass.  Starting again with Bi WW fiber as a reference, 
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simulations were performed with increased n2 values to demonstrate the extent the nonlinearity can influence the 
continuum.  This section also shows additional simulation results for GLSO small core MOF, an example of a glass with 
very high intrinsic nonlinearity (Table 1) which was designed for pumping at 2.0 µm as described in section 3.  
We are not aware of previous measurements of the delayed Raman responses of these multi-component glasses.  For 
silica, the Raman temporal response )(th has been previously determined from the shape of the Raman gain in the 
frequency domain 43, and f_R=0.18 was determined from measurements of the absolute value of the Raman gain.  We 
calculated the shape of the delayed temporal responses of the multi-component glasses studied here from uncalibrated 
spontaneous Raman spectra measured by the authors, and then following the procedure used by Stolen et al 44 for silica. 
We have assumed that f_R=0.2, based on the known fraction of 0.18 for silica. 
Fig. 6 (a) shows the spectra from simulations performed for Bi WW fiber for the same seed pulse parameters and with: 
(i) SPM term only, (ii) SPM and self-steepening terms, and (iii) including the Raman response.  The fiber loss was set to 
zero for all simulations shown in this section.  The overall shape of the continuum is similar in all cases, and there is a 
small decrease in the extent of the continuum with the self-steepening term and with the Raman response when 
compared to pure SPM nonlinearity.  We concluded that the continuum generation is not highly dependent on the Raman 
response in this fiber, and therefore whilst the exact value of f_R is uncertain for these glasses, small differences from 
the assumed value of 0.2 should perhaps lead to only small changes to our predicted spectra.  
To show the influence of the magnitude of the material nonlinearity, simulations were performed using 1 x n2 of Bi, 
2 x  n2, 4 x n2, and 6 x n2, and the spectra are shown in Fig. 6. (b).  For  6 x n2, the continuum extends to ~ 3.5 µm.  As a 
reference to a physical glass with this nonlinearity, 6 x n2 of Bi ≈  n2 of GLSO.  We concluded that increasing the 
material nonlinearity has a similar influence to increasing the pulse energy, and leads to modest additional broadening.  
However, the influence of the nonlinearity appeared to be less significant than that of the dispersion profile. 
The continuum produced by the GLSO WW MOF pumped at 2.0 µm is shown in Fig. 8 (a).  The spectrum significantly 
broader than for the Bi WW MOF and extends to ~4 µm.  The GLSO fiber has both an increased intrinsic nonlinearity, 
and a lower, flatter dispersion profile through the mid-IR.  
 
Fig. 6. Spectra for small core Bi MOF. (a) Variation due to Raman response component of total nonlinearity, 
compared to pure SPM, and SPM combined with self-steepening effect. (b) Variation due to increasing material 
nonlinearity. Nonlinear index = 1 x, 2 x, and 6 x n2 of Bi. (The Raman response is included in these simulations 
with f_R=0.2.) (For both (a) and (b), fiber length = 40 mm, loss = 0 dB/m, λseed = 1.55 µm, E0= 1 nJ, T0= 0.2 ps). 
4.5 Simulations demonstrating the significance of fiber loss 
The simulations above demonstrated that the fiber lengths required for supercontinuum generation are short, being 
< 40 mm, and that even without including loss, the spectrum from Bi WW MOF did not extend beyond ~3.3 µm due to 
the dominant influence of the dispersion profile.  Therefore, only once a suitable combination of seed pulse, dispersion 
profile, and effective nonlinearity are selected would the spectrum be limited by loss.  Fig. 7. shows the reference case Bi 
WW MOF spectrum with and without the measured absorption loss, and there is negligible difference due to loss.  The 
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OH loss peak is shown for reference, calculated by taking the difference in loss of normal and dehydrated Bi samples 
shown in Fig. 1 (b).  In order to see any significant difference on the spectrum, Fig. 7 (b). shows the effects of loss when 
using seed pulse energy increased to 4 nJ.  There is >25 dB reduction in power at ~3.2 µm due to the loss peak.   
 
Fig. 7. (a) Variation of continuum due to loss for Bi WW MOF, E0= 1 nJ. (b)  Variation of continuum due to loss 
for Bi WW MOF, E0 = 4 nJ. (For (a) and (b) λseed = 1.55 µm, T0= 0.2 ps, length = 40 mm). 
Small core MOFs of the type considered in this paper typically show waveguide losses of ~2 dB/m (in addition to the 
material loss), due to scattering from core surface roughness and contaminants accumulated during fabrication.  In 
addition, all modes of a MOF have an associated confinement loss (due to the finite extent of the cladding region)45, but 
these losses can be reduced to low values by ensuring a sufficiently large microstructured cladding region.   Therefore, 
the total fiber losses would be dominated by the rather high material losses and with the short lengths of fiber considered 
in this paper, the waveguide related losses can be considered to be negligible. 
As shown in section 2, for all of the non-silica glasses considered, the intrinsic (phonon) loss edge is above the maximum 
wavelength of the predicted supercontinuum spectra shown above.  Oxide based glasses including Schott SF57 (lead 
oxide) and tellurite glasses can have strong OH absorption losses in the wavelength range 3.0-3.5 µm, but  these extrinsic 
losses can be reduced to < 100 dB/m by dehydration processes.  Since oxide glasses have similar inherent nonlinearity 
characteristics, we suggest that dehydration processes should be applied to reduce the OH absorption peak for these 
glasses, but that the trends for the supercontinuum broadening shown for Bi above, when changing E0, T0, dispersion, 
and nonlinearity would again apply when losses were included.  (The simulations in the previous sub-sections were 
performed without including any losses.)  If a different pump wavelength and dispersion profile enabled the 
supercontinuum to extend to the phonon absorption edge, then the effect of loss on the spectrum should be reconsidered.  
If dehydrated samples are not available, then the fiber length should be minimized, and tapers, which are typically 
≥ 100 mm long, could be less favourable.  For sulfide glasses, the OH absorption peak can be as low as 10 dB/m, so it 
would have a minor impact on the spectra.   
4.6 High power mid-IR continuum using large mode fibers 
In order to increase the pulse energy it becomes necessary to work with fibers with a larger core area in order to avoid 
material damage.  In selecting an appropriate mode area for simulations, we observed that for silica MOF, the largest 
single mode fiber available has Aeff ~1000 µm 2 (Crystal Fibre A/S DC-170-40-Yb).  Non-silica glasses have larger 
refractive indices compared to silica, and are more challenging to fabricate, so achieving the precision necessary for such 
a large mode area (LMA) would probably be very challenging for current technology.  Therefore as a reference case, we 
simulated the supercontinuum for an Aeff~100 µm 2 Bi fiber.  (This Aeff does not correspond to a particular design, but is 
representative of what might be suitable for a low NA fiber that has approximately single mode operation.)  The 100 µm2 
mode area is ~30 times greater than for the small core Bi fiber considered above, and the LMA fiber has correspondingly 
reduced effective nonlinearity.  We used the same seed pulse duration of 0.2 ps as for the small core simulations and we 
maintained approximately the same initial peak intensity by scaling the pulse energy by the ratio of the mode areas: 
(100 µm 2 / 3.05 µm 2 ) x 1 nJ ≈ 30 nJ.  
Since the LMA fiber dispersion is almost equal to the material dispersion, changing dispersion profile requires the use of 
a different glass, which would also have different intrinsic nonlinearity.  For this survey, we therefore considered Bi, 
SF57 and GLSO to demonstrate the range of spectra from LMA fibers.  The seed pulse wavelength should again be close 
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to the fiber ZDW to obtain efficient continuum generation.  We chose a seed wavelength of 2.25 µm, for which the 
dispersion of SF57, Bi and GLSO is respectively: low and anomalous,  ≈ 0, and high and normal, as shown in Fig. 2 (b).   
The spectra in Fig. 8 (b) were generated with identical seed pulses and therefore show possible spectra for a fixed pump 
system, and the spectra extend to ~3.5 µm for both Bi and SF57, and to ~3.8 µm for GLSO.  Although the dispersion 
profile and seed wavelength are more favourable for Bi and SF57, the much higher nonlinearity of GLSO glass resulted 
in a similar broadening of the continuum at long wavelengths for all the fibers.  In comparison with the small core MOF 
spectra a significant difference in the LMA spectra is the extension to longer wavelengths.  The broader LMA fiber 
spectra are due mainly to the dispersion profile, which is dominated by the gently sloping material dispersion, whereas 
for the small core MOFs considered earlier, the steep waveguide dispersion dominates.  Since it should be possible to use 
dehydrated glasses in experiments and because the fiber lengths are short, the spectra are not likely to be significantly 
affected by loss.  
 
Fig. 8. (a) Supercontinuum spectra predicted for small core Bi and GLSO MOF. (Fiber length = 40 mm, 
loss= 0 dB/m, T0=0.2 ps. Bi MOF: λseed = 1.55 µm, E0= 1.0 nJ. GLSO MOF: λseed = 2.0 µm, E0= 0.5 nJ.) 
(b) Supercontinuum spectra predicted for Bi, SF57, and GLSO LMA fibers. (Fiber length = 40 mm, loss= 0 dB/m, 
T0=0.2 ps, E0= 30 nJ, λseed = 2.25 µm.) 
The GLSO LMA continuum was smooth because the dispersion is normal at wavelengths below 3.2 µm, so the 
continuum is due to SPM, and the continuum would have good temporal coherence for applications including pulse 
compression and metrology.  The SPM generated spectral broadening in the GLSO LMA fiber would be expected to 
increase steadily with the initial pulse peak power, which is different to our findings for anomalously dispersive fibers 
for which the soliton-fission mechanism causes the continuum broadening to saturate above a given seed pulse energy.  
Pumping GLSO at longer wavelengths, hence closer to the ZDW, should produce broader continuum, and therefore for 
high power continuum beyond 3.5 µm this is the preferred glass.   
Non-silica LMA fibers are therefore shown to be promising for high power mid-IR sources, with the highest nonlinearity 
sulfide glasses likely to produce the broadest spectra using pump wavelengths ~ 2.5 µm.  The pump requirements are for 
higher energy pulses compared to small core MOFs due to the larger mode.  The dominance of the material dispersion 
over the much smaller waveguide contribution also requires pumping at longer wavelengths compared to small core 
MOFs, for which the ZDW can be tailored to the pump source. 
 
5. SUMMARY AND CONCLUSIONS  
In this paper we have performed numerical simulations to study mid-IR supercontinuum generation in MOFs made from 
multi-component glasses when pumped with 0.2 ps pulses at wavelengths below 2.25 µm.  We considered two broad 
categories of multicomponent glass, the first of which includes heavy metal oxide, gallate and tellurite glasses, with 
nonlinearities ~10 x that of silica. The second category includes sulfide glasses, which have even higher nonlinearities.  
Using a Bi WW MOF as an example, we performed simulations in which the dispersion, nonlinearity and loss were 
separately varied in order to demonstrate desirable combinations of fiber characteristics for broad supercontinuum 
generation.  The fiber lengths required for mid-IR continuum were ~40 mm for all the glasses, so the losses of the fibers 
were not a limiting factor.  (We note that for fiber based transmission of supercontinuum after generation, much longer 
fibers would be used, and therefore the material loss would perhaps dominate other considerations, but this issue has not 
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been considered in this paper.)  In addition, our results showed that over the range of parameter values considered, the 
nonlinearity due to the Raman response was not a key factor in controlling the continuum.  The continuum extended to 
~3.0 µm, but further broadening was prevented by the steep dispersion profile.  The initial simulations provided insight 
about which parameters of the fibers strongly influenced the mid-IR supercontinuum.  The most important parameter was 
the overall dispersion profile across the mid-IR.  The simulation results using fiber designs with two ZDWs (produced 
using more complex structures than the WW design) suggest that most multi-component glasses could produce 2-3 µm 
supercontinuum with 1.55 µm pumping when using appropriately designed fibers.  Using a glass with shorter wavelength 
material ZDW than Bi, it should be possible to create a MOF with flatter dispersion profile to extend the mid-IR 
broadening possible from a 1.55 µm source e.g. SF57 has a shorter wavelength ZDWMaterial than Bi (and also a higher 
material nonlinearity).  Considering the much higher nonlinearity sulfide category of glasses, the material ZDW is at 
>3 µm so it is less likely that sulfide glasses would be suitable for pumping at this wavelength.  LMA fibers fabricated 
from the glasses considered would have very high normal dispersion at 1.55 µm (Fig. 2 (b) ) and would not produce 
continuum efficiently with this seed wavelength.  
Pumping small core fibers at wavelengths in the range 1.55-1.9 µm, similar considerations would apply compared to 
1.55 µm pumping, and the most promising fibers are small core MOFs made of oxide glasses. However, since the pump 
wavelength is closer to the ZDW of the material, dispersion flattened fibers should be possible, and we might expect 
significantly more broadening using optimised dispersion design algorithms previously developed for silica-based MOF 
fabrication 46 to develop suitable fiber structures for compound glasses.  Since the material damage thresholds of the 
glasses are not yet well understood, reducing the threshold peak intensity required for continuum generation could be an 
important practical consideration. 
Pump wavelengths of 2.0-2.5 µm are close to the material ZDW of the oxide glasses.  Therefore because small core 
MOF designs tend to result in a shift of the ZDW to shorter wavelengths, which are further from the pump wavelength, 
small core fibers made from the oxide glasses are probably not well suited to these pump wavelengths.  The ZDW of the 
high nonlinearity glasses is still above this wavelength range, but small core MOFs could move the overall fiber ZDW 
close to the pump wavelength, and the results of section 4.4 suggest that such fibers should produce broad continuum.   
We then extended the survey to large mode fibers which have dispersion properties close to those of the bulk glasses.  
For pumping in the 1.55-1.9 µm wavelength range LMA fibers appear to have unfavourable dispersion properties.  For 
pump wavelengths of 2.0-2.5 µm, LMA fibers made from oxide glasses should produce continuum extending beyond 
3.5 µm due to the favourable match to the material dispersion profile.  Although the ZDW of the high nonlinearity 
sulfide glasses is less well matched to these pump wavelengths, simulations showed that such fibers produce similar 
continuum broadening and the continuum from high nonlinearity sulfide LMA fibers would have high temporal 
coherence as it is generated in the normal dispersion region.  Pumping above 2.5 µm, most oxide glasses are hard to 
optimize in LMA fiber designs because they would have shorter wavelength ZDWs.  The high nonlinearity sulfide 
glasses would be promising in both small core dispersion flattened designs for low pulse energy sources, and in LMA 
fibers for high power applications.  However, given the present lack of data about material properties at such long 
wavelengths, the shape of the supercontinuum produced should perhaps be considered in a future study once more data 
becomes available.   
Based on the results of this study, which used fiber parameters available from demonstrated fiber technology, and with 
readily obtainable seed pulse energies, we suggest that efficient mid-IR supercontinuum sources should be possible in 
the near future based on non-silica MOF technology.  Highly efficient low power sources could be based on sub-
picosecond pulsed sources with energies ~1 nJ in the 1.55-2.0 µm wavelength range, coupled into fibers fabricated from 
a range of high-nonlinearity oxide or sulfide glasses and using small core MOF designs with tailored dispersion.  
Efficient high-power sources using LMA MOFs could be created using sub-picosecond, ≥ 30 nJ pump sources at 
wavelengths above 2.0 µm for which λseed ≈  ZDWMaterial.  Compared to planar rib-waveguides or fiber-tapers, 
microstructured fiber technology has the advantages of greater flexibility for tailoring the dispersion profile over broad a 
wavelength range, and a much wider possible range of device lengths. 
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